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NOFER or similar, AISI 304 stainless steel compact unit with toilet 
paper dispenser (two rolls) and waste paper bin with push folding 
door. Waste paper bin capacity: 7,5 liters. Dimensions: 508 high x 

SUGGESTED TEXT FOR PRESCRIPTION

438 width x 108 depth (mm).  

These specifications can be modified and/or rectified due to manufacture requirements.     
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Avenida de la fama, 118
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12035.S

Compact unit with toilet paper dispenser (two rolls)  and a waste paper 

Built-in compact unit  

COMPACT UNIT 
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Compact unit with toilet paper dispenser (two rolls)  and a waste paper 
n with push folding door. 
Designed to built-in. 
Waste paper bin container with pin tumbler lock with key included. 
Saitn finish stainless steel.  
Fully welded construction without cutting edges. 
Also available with two faces to serve two cabins (NOFER 12036.S).

Made of AISI 304 stainless steel.

ECHNICAL DATA

Dimensiones: 508 high x 438 width x 108 depth (mm).
Rough wall opening: 458 high x 388 width x 108 depth (mm). 
Waste paper capacity: 7,5 liters. 
Maintenance: stainless steel needs maintenance because dust can
ventually damage the chrome in AISI 304 stainless steel. We
ecommend monthly cleaning with our special product.
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TECHNICAL DRAWING  

These specifications can be modified and/or rectified due to manufacture requirements.     
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Built-in compact unit  
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